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critical characteristics and all defec-
tive items shall be rejected. 

(g) The Acceptable Quality Level 
(AQL) for each major or minor defect 
so classified by the applicant shall be: 

(1) Major A. 1.0 percent; 
(2) Major B. 2.5 percent; and 
(3) Minor. 4.0 percent. 
(h) Except as provided in paragraph 

(i) of this section, inspection level IV 
as described in MIL-STD-414, 11 June 
1957, including Change Notice No.1, 
‘‘Sampling Procedures and Tables for 
Inspection by Variables for Percent De-
fective,’’ or an equivalent procedure, 
shall be used for major and minor char-
acteristics and 100 percent inspection 
for critical characteristics. Inspection 
level II as described in MIL-STD-105D, 
29 April 1963, ‘‘Sampling Procedures 
and Tables for Inspection by At-
tributes,’’ is an example of an equiva-
lent procedure. 

(i) Subject to the approval of the In-
stitute, where the quality control plan 
provisions for raw material, processes, 
manufacturing, and fabrication, in-
spections are adequate to ensure con-
trol of finished article quality, destruc-
tive testing of finished articles may be 
conducted at a lower level of inspec-
tion than that specified in paragraph 
(h) of this section. 

(The information collections contained in 
this section are approved under OMB control 
number 0920–0109) 

§ 84.42 Proposed quality control plans; 
approval by the Institute. 

(a) Each proposed quality control 
plan submitted in accordance with this 
subpart shall be reviewed by the Insti-
tute to determine its effectiveness in 
ensuring the quality of respiratory pro-
tection provided by the respirator for 
which an approval is sought. 

(b) If the Institute determines that 
the proposed quality control plan sub-
mitted by the applicant will not ensure 
adequate quality control, the Institute 
shall require the applicant to modify 
the procedures and testing require-
ments of the plan prior to approval of 
the plan and issuance of any certificate 
of approval. 

(c) Approved quality control plans 
shall constitute a part of and be incor-
porated into any certificate of approval 
issued by the Institute, and compliance 

with such plans by the applicant shall 
be a condition of approval. 

§ 84.43 Quality control records; review 
by the Institute; revocation of ap-
proval. 

(a) The applicant shall keep quality 
control inspection records sufficient to 
carry out the procedures required in 
MIL-STD-414, 11 June 1957, including 
Change Notice No. 1, ‘‘Sampling Proce-
dures and Tables for Inspection by 
Variables for Percent Defective,’’ or an 
approved equivalent sampling proce-
dure. MIL-STD-105D, 29 April 1963, 
‘‘Sampling Procedures and Tables for 
Inspection by Attributes,’’ is an exam-
ple of an approved equivalent sampling 
procedure. MIL-STD-414 is incor-
porated by reference and has been ap-
proved by the Director of the Federal 
Register in accordance with 5 U.S.C. 
552(a) and 1 CFR part 51. Copies may be 
obtained from DODSSP, Standardiza-
tion Document Order Desk, 700 Robbins 
Avenue, Bldg. 4D, Philadelphia, Pa. 
19111–5094. Copies may be inspected at 
the NIOSH, Certification and Quality 
Assurance Branch, 1095 Willowdale 
Road, Morgantown, WV 26505–2888, or 
at the National Archives and Records 
Administration (NARA). For informa-
tion on the availability of this mate-
rial at NARA, call 202–741–6030, or go 
to: http://www.archives.gov/ 
federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. Copies of MIL-STD- 
105D may be inspected or obtained from 
the NIOSH, Certification and Quality 
Assurance Branch, 1095 Willowdale 
Road, Morgantown, WV 26505–2888. 

(b) The Institute reserves the right to 
have its representatives inspect the ap-
plicant’s quality control test methods, 
equipment, and records, and to inter-
view any employee or agent of the ap-
plicant in regard to quality control 
test methods, equipment, and records. 

(c) The Institute reserves the right to 
revoke, for cause, any certificate of ap-
proval where it is found that the appli-
cant’s quality control test methods, 
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equipment, or records do not ensure ef-
fective quality control over the res-
pirator for which the approval was 
issued. 

(The information collections contained in 
this section are approved under OMB control 
number 0920–0109) 

Subpart F—Classification of Ap-
proved Respirators; Scope of 
Approval; Atmospheric Haz-
ards; Service Time 

§ 84.50 Types of respirators to be ap-
proved; scope of approval. 

Approvals shall be issued for the 
types of respirators which have been 
classified pursuant to this subpart F, 
have been inspected, examined and 
tested by the Institute, in accordance 
with the provisions of subparts G 
through L of this part, and have been 
found to provide respiratory protection 
for fixed periods of time against the 
hazards specified in such approval. 

§ 84.51 Entry and escape, or escape 
only; classification. 

Respirators described in subparts H 
through L of this part shall be classi-
fied for use as follows: 

(a) Entry and escape. Respirators de-
signed and approved for use during 
entry into a hazardous atmosphere, 
and for escape from a hazardous atmos-
phere; or 

(b) Escape only. Respirators designed 
and approved for use only during es-
cape from a hazardous atmosphere. 

§ 84.52 Respiratory hazards; classifica-
tion. 

Respirators described in subparts H 
through L of this part shall be classi-
fied as approved for use against any or 
all of the following respiratory haz-
ards: 

(a) Oxygen deficiency; 
(b) Gases and vapors; and 
(c) Particles, including dusts, fumes 

and mists. 

§ 84.53 Service time; classification. 
(a) Respirators described in subparts 

H through L of this part shall be classi-
fied, where applicable, as approved for 
use during the following prescribed 
service times: 

(1) Four hours; 
(2) Three hours; 
(3) Two hours; 
(4) One hour; 
(5) Forty-five minutes; 
(6) Thirty minutes; 
(7) Fifteen minutes; 
(8) Ten minutes; 
(9) Five minutes; or 
(10) Three minutes. 
(b) Other service times may be pre-

scribed by the Institute. 

Subpart G—General Construction 
and Performance Requirements 

§ 84.60 Construction and performance 
requirements; general. 

(a) The Institute shall issue approv-
als for the types of respirators de-
scribed in subparts H through L of this 
part which have met the minimum re-
quirements set forth for such res-
pirators in this part. 

(b) In addition to the types of res-
pirators specified in subparts H 
through L of this part, the Institute 
shall issue approvals for other res-
piratory protective devices not specifi-
cally described in this part subject to 
such additional requirements as may 
be imposed in accordance with 
§ 84.63(c). 

§ 84.61 General construction require-
ments. 

(a) Respirators will not be accepted 
by the Institute for examination, in-
spection and testing unless they are de-
signed on sound engineering and sci-
entific principles, constructed of suit-
able materials and evidence good work-
manship. 

(b) Respirator components which 
come into contact with the wearer’s 
skin shall be made of nonirritating ma-
terials. 

(c) Components replaced during or 
after use shall be constructed of mate-
rials which will not be damaged by nor-
mal handling. 

(d) Mouthpieces, hoods, helmets, and 
facepieces, except those employed in 
single-use respirators, shall be con-
structed of materials which will with-
stand repeated disinfection as rec-
ommended by the applicant in his in-
structions for use of the device. 
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